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— &MESMEW'M COUNTY, OHIO
50 1. (or 50 . for Accese 20 WA IMM)J Temporary Seeding Species Salection
J Seeding Dates L6./1,000 ft.? for: ﬁ e &an\)
Mzrch 1 to August 15 Oats 3 . 4 bushet CORRT— ~ OWRER
Tafl Fescus 1 40 b,
oe Annuel Rysgrass 1 40 I,
et os Perennist 1 40 [b.
Tait Fuq:vm - 1 40 b,
Annual Rysgress 1 40 1b,
August 16 to November 1 Rye 3 2 bushe!
Tait Fescus 1 40 th,
Annusi Ryegrass ) 40 Ib. |
Wheat 3 2 bustel
Tall Fox 1 40 I, aST, BLEV.~S -m.z
ZUEEN ey Ay Annual xegtm 1 40 b, ] SANITARY MANHOLE <= == e an s o = &= PROP, ELEV.
:ﬁ"ll-l—lilll Tw' g asd ::Ft::d Ryegrass ‘1| STORM :\':;Im Theme——— AS BULLT ELEWATION éy
November 1 to Spring Seeding sodding practices or dormant sseding.
M:Iwmmuﬂ.uﬁcmhmm
REMARKS
ALL BOUNDARY DATA SHOWN WAS OBTAINED FROM (DEEDS, RECORDED
. SUBDIVISION PLAT OR OTHER PUBLIC RECORDS)
Boscifications LOCATIONS AS SHOWN OF ADJACENT WELLS AND SEPTIC TANKS OBTAINED FROM
Siit ;’“ancu ™
Erosion and Sediment Control Schedule D |GN CERT|F|CAT|ON
\ S Ingress—Egreas THIS PLAT WAS PREPARED BY ME, AND IS CORRECT
n 7 n A stone access drlve complete with under lying geo—textile ' KNQWKEHDGE
Leve Cortonrr fabric (20 feet wide and 50 fest long) for ingress ond egress at
—22 » the site shall be installed. This drive shall be the only entrance
R SOOI 111 - LML) £ 41 and exit to the site.
i m:iE "='” " i E-..:nrf = Sil Eennn
mE ELEVATION mE T A silt fence sholl be installed prior to any earthwork activities DIMENSIONS WATER MAN SIZE, LOCATION
at the site in the locations shown on the site plan as weli as BEARINGS mm%“ww&;v
clong the front of any lot that slopes towards the street. TIE TO NEAREST STREEY T . o, T
T . PHCEL NG STORM SEWER SEZE X OR. LOC.
BLDG. DIMENSIONS FIN OR. STORM MH. CAST ELEV, INV. ELEV.
Disturbed arecs of the site that ore to remaln idle for more than BLDG. TIES FL'R. ORADES PAV'T TYPE GRADE CURBS
thirty(30) days shall be properly seeded and straw mulched APRON TYPE WIDTH THICKNESS GAS LINE LOC, SIZE PRESSURE
within seven(7) days of completion of Intltlr;l( gr)odlng. : mmmm;mnm VELL COPNRLOCATION & DUPLICATION AREA
Temporary seeding and muiching ao a thirty(30) foot strip of CULVERT TYPE LENGTH SOLA RADIUS FROM WELL
the entire front of the lot shall be maintained on the site once ROCK OUTCROPPINGS TION
Initial grading is complate. REVISIONS
PLAN PREPARED BY:
Stabilization of critical areas within fifty(50) feet of ony streom NO.| OatE d 4
or wetiond shall be complete within two(2) days of the 1 J BABCOCK - JONES & ASSOCIATES, INC.
disturbonce if the site is to remaln Iinactive for longer than oMo
fourteen(14) days. . 2 PANESVLLE,
w
Str;w-rnulch shall be applied ot o ra;(e o)f 1 bale per every ten 4 /o
(10) feet of curb, at a width of thirty{30) feet to the entire
length of the lot. Wood chips may also be used but must be Ld o 03 ’2“3 ‘/’(%
spread at a minimum depth of four inches over the thirty—foot v
width and must be occompanied by a properly installed silt - "
fence. - AS BUILT" CERTIFICATION
e N S SLED bes e exsrg
Erosion and sediment controls shall be inspected every seven(7) N ’
days or within 24 hours of a 0.5" or greater rainfall event. AND ARE CORRECT TO THE BEST OF MY KNOWLEDGE AND BELIEF.
Neceasary repairs shall be made ot this time.
REMSTERED SURVEYOR REG. NO.

%

"I, the undersigned hereby certify that
this topography indicated by 6”, 1°, or 2'
contours, and elevations shown hereon
represent an actugl field survey made b
me on the _ﬁmy of %gz .ZO_Q-Z
and that the elevations were taken at

appropriate intervals and that as of that

» (4] UTIUTIES NOTE:
date they existed as indicoted hereon,. mﬂ“ﬁz mll-; LOCATION, BOTH HORIZONTAL AND VERTICAL

OF THE UNDERGROUND UTILITIES SHOWN HEREON, HAVE BEEN
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OBTAINED BY A SEARCH OF AVAILABLE RECORDS.
?‘@ yg VERIFICATION BY FIELD OBSERVATION HAS BEEN CONDUCTED
WHERE PRACTICAL, HOWEVER, BABCOCK, JONES AND ASSOCIATES
l#l%RE DOESOF NOT GUARANTEE THE COMPLETENESS NOR ACCURACY

Reg. No.




